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1. Phases associated by a solid line willnot operate concurrently.
2. Phases associated by a dashed line willoperate concurrently.

NOTE:
MD 197 IS ASSUMED TO RUN
IN NORTH-SOUTH DIRECTION.
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Equipment to be furnished and instalied by the Contractor. ll } j B EER !% 1 K \ RGHT oF way
] | | ‘ N LINE
SHA SPEC. - RIGHT OF WAY LINE —L } *l | " % NN | } | CONSTRUCTION DETALS
QUANTITY UNIT SECTION DESCRIPTION W o L §i | | A netall 6 x &' | detect
| ! | . Install 6' x 6'loop detector.
20 LR 805 1 inch electrical conduit detector wire sleeve. . Y 8. Install handhole
| . .
| i | : , :
160 LF 805 3 inch schedule 40 electrical conduit—trenched/bur ied. '1 % ll ;ll |1 | C. Install 1" electrical conduit detector wire sleeve.
800 LF 810 >—-Conductor electrical cable (Aluminum Shielded). ‘E l I] ]El } i D. Install 3" schedule 40 electrical conduit-trenched/buried.
! N E. Abonden existing loop detector wires.
350 LF 810 Loop wire (No. 14 A.W.G.) encased in 'v4 inch flexible +tube. :; : | m“ {\\j | F. Remove existing handhole.
3 EA 811 Handhole. ﬁ i } \\‘(t:::*x G. Cap and cbonden existing conduits. |
125 LF 815 Sawcut for signal loop detector. H. Remove existing signal heads and disconnected wires.
l. Remove existing sign.
- LS - Removal of existing equipment.
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Equipment to be removed by Contractor and delivered to: ?./fp.F;\IKoWE‘szRs?E/%EN? \ ORIGINAL / | Office of Traffic & Safety
State Highway administratio, Office of Traffic and Safetys: - S P ] [ THIE APl oner st pesion secion -/ TRAFFIC ENGINEERING DESIGN DIVISION tog MLE 21601971190
Signal Operations. 7491 Connelley Drives Hanover, SNERY - ON
Maryland 21076. Contact Ed Rodenhizer at (410) 787-7650 \ S RUMMEL, KLEPPER & KAHL _ DRAWN BY:
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